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ISSUES:

REFLECTED CEILING PLAN
1/8" = 1'-0"

NORTH

GENERAL NOTES

A.  CEILING LEGEND AS SHOWN ON A-152 APPLIES TO A-151

B.  ARCHITECTURAL CEILING PLAN SHALL GOVERN FINAL LOCATION

OF ALL CEILING MOUNTED DEVICES.  ALL TRADES TO

COORDINATE THEIR WORK WITH THIS PLAN

C. REFER TO A-601 FOR CEILING TYPE AND HEIGHT. ALL CEILING

HEIGHTS ARE FROM THE FINISHED FLOOR AND NOT FROM

ELEVATION 0'-0"

D.  REFER TO FINISH SCHEDULE A-601 FOR TYPE OF GYPSUM BOARD

AT CEILINGS, FASCIAS AND SOFFITS (MOISTURE RESISTANT OR

REGULAR)

E.  THE ENTIRE BUILDING IS TO BE SPRINKLERED PER NFPA.  VERIFY

ALL HEAD LOCATIONS W/ NFPA REQUIREMENTS.  ALL SPRINKLER

HEADS ARE TO BE INSTALLED IN AN ORDERLY, SYMMETRICAL

PATTERN IN THE CENTER OF CEILING TILES & ALIGNED WITH

FIXTURES.  PROVIDE ADDITIONAL HEADS IF REQUIRED TO

PROVIDE AN ORDERLY AND SYMMETRICAL ARRANGEMENT OR

TO MEET NFPA REQUIREMENTS.

F.  SUBMIT A SCHEMATIC SPRINKLER HEAD LOCATION PLAN TO THE

ARCHITECT FOR APPROVAL BASED ON THE ABOVE CRITERIA

PRIOR TO SUBMITTING SHOP DRAWINGS.

G.  THE ENTIRE EXTENT OF SPRINKLER, MECHANICAL AND

ELECTRICAL MAY NOT BE SHOWN ON THIS DRAWING.  SEE

OTHER DRAWINGS FOR FULL EXTENT OF CEILING WORK.  THIS

DRAWING IS FOR DESIGN INTENT, ARRANGEMENT, AND

LOCATION OF WORK AND NOT FOR QUANTITIES.

H.  SPEAKERS, VISUAL ALARMS AND OTHER CEILING FEATURES

SHALL BE LOCATED IN AN UNIFORMED ORDERLY MANNER.

ALIGN W/ LIGHTS WHEN POSSIBLE.  CENTER IN CEILING TILES.

J.  CENTER CEILING GRID IN ROOM OR ON CORRIDOR TYPICAL

UNLESS NOTED OTHERWISE ON DRAWINGS.

K.  APPARATUS BAY AND ABOVE CEILING COORDINATION:

     THE CONTRACTOR IS CAUTIONED THAT THE CEILING SPACE ON

THIS PROJECT IS EXTREMELY TIGHT AND REQUIRES DILIGENT

COORDINATION BY THE CONTRACTOR TO ASSURE THAT ALL

WORK WILL FIT IN THE SPACE AVAILABLE.  WORK BY ALL ABOVE

CEILING TRADES, ESPECIALLY WORK LOCATED BY THE

CONTRACTOR (I.E. SPRINKLER PIPES, CONDUIT RUNS, ETC.) MUST

BE CAREFULLY COORDINATED BY THE CONTRACTOR PRIOR TO

SHOP DRAWINGS SUBMISSIONS TO ASSURE THAT ALL WORK WILL

FIT IN THE SPACE AVAILABLE.

ATTIC REFLECTED CEILING PLAN
1/16" = 1'-0"


